SDO ccessories

The SDO coulter enables a regular cultivator to become a true one-pass crop
establishment machine. The SDO / cultivator set up will till the soil, place the seed,
and close the furrow for good soil to seed contact, suiting those who seek a more
precise and consistent seed placement than simple broadcasting.

Sumo’s SDOs can be fitted to any cultivator but are designed specifically to go
behind Sumo’s deep and shallow cultivators. Growers can choose the number of
coulters required based on the cultivator and crop requirements.
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Q Minimal ground disturbance 0 Folds for transport (trailed)
0 Places the seed in the ground e Depth and pressure adjustment
o Good seed to soil contact Q Works with many seeding units

COMPATIBLE SUMO MACHINES

SDO coulters can be fitted to:

* TRIO MOUNTED * SUBSOILER MOUNTED * LDS MOUNTED
* TRIO TRAILED * SUBSOILER TRAILED * LDS TRAILED
* QUATRO * GLS MOUNTED
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Seeding with the Sumo Front Hopper, complete with hydraulic fan, together with a
Sumo DTS, DD or your own toolbar means you'll benefit from a balanced rig, ideal
for smaller HP tractors.

The Front Hopper is designed to complement any rear-mounted implement and
enables up to 1,000kg of grain or fertiliser to be accurately dispensed via the
Sumo ORGA metering system using a pressurised tank system for consistent and
accurate seed rates.

A durable & corro-
sion resistant, pres-
surised plastic tank,
with a 1,900l capac-
ity. Mounts to the
tractors front link-
age for better weight
distribution.

A hydraulically driv-
en fan pressuris-
es the hopper and
transfers seeds from
the ORGA metering
system to a distribu- |
tion head & coulters. =

° Handle grain or fertiliser

e Balanced drilling rig
e GPS compatible & simple calibration

o SUMO ORGA metering system
0 Works with DD or DTS toolbars
° Compatible with other toolbars

FRONT TANK - MOUNTED

Model Seed Rate Hoppgr Lights Weight
Capacity
FH - MOUNTED 1-350kg/ha 1,900 Yes 850kg

The SUMO ORGA metering system can handle a wide range of seeds (including
OSR, linseed, cereals and beans), and fertiliser using an electric driven metering
screw.

The engageable agitator and removable nylon sleeve ensure a consistent product

flow, preventing minor fluctuations in seed rate. An interchangeable insert halves
the ORGA's capacity, maintaining accuracy when sowing fine seeds at low rates.

Electric drive e 7 j
Interchangeable gears
° SUMO ORGA metering system

Housing 0 Works with DD or DTS toolbars
Shut-off gate 0 Compatible with other toolbars

Meter screw . N
0 Handle grain or fertiliser

o Balanced drilling rig
0 GPS compatible calibration

eCalibration chute

Nylon internal insert
Short internal insert

O, 00, N,00, U1, &

Long internal insert

The TurboJetis a versatile and accurate pneumatic applicator to meter and spread
most small products, an ideal machine to establish or rejuvenate pasture, apply
low-cost cover crops, or OSR seeding.

This 12v applicator has been designed solely to apply small seed and granular
products for use in the agricultural, horticultural and amenity sector. It can spread
up to 8-10m dependent on the number of outlets needed.

o 1-30kg/ha (based on 3m, 6 row) ° 12v applicator
° GPS ICON touch-screen control ° Robust applicator motor
0 Stainless steel & plastic internals c Option for many SUMO machines

COMPATIBLE SUMO MACHINES

Seeding units can be fitted to:

* TRIO MOUNTED * LDS MOUNTED
* TRIO TRAILED * LDS TRAILED

* QUATRO * GLS MOUNTED
* SUBSOILER MOUNTED

* SUBSOILER TRAILED

MULTIPRESS MOUNTED
MULTIPRESS TRAILED
MIXIDISC MOUNTED
MIXIDISC TRAILED
VAXIO




